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Center Console light 

replacement procedures. 
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Remove shifter by removing 

torx screw on dash side of 

lever, sometimes an allen 

wrench will work as well. 
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Just loosen, not remove the 

torx screw, the shifter slides 

straight up. 
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To remove console, carefully 

pry up the 4 corners about 

2-3 inches from the edge 

being careful to not scratch 

console. 

 

Console held with four metal 

(4) clips, two each side. 

 

Use plastic tool to avoid 

damage..   
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Pry up using plastic tool 2-3 

inches from corner.  

 

Then remove the wiring 

connector at the bottom of 

the shift plate near the 

switches. 
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Turn console over to remove 

torque screws. 
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Use #10 torque screw driver 

to remove screws. 

 

This separates cover from 

switch assembly. 
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Separate console cover from 

switch control assembly. 
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The 3 lamps are located 

behind white plastic circles, 

the lamp sockets. 
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Left lamp illuminates 

passenger window 

switch & door lock 

switch. 

 

Use flat blade screw 

driver to remove white 

socket by turning ¼ turn. 
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Right lamp illuminates driver 

window switch & traction 

control switch. 

 

 

 

Use flat blade screw driver 

to remove white lamp 

socket by turning ¼ turn. 
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Bottom lamp illuminates  

roof switch. 

 

 

Use flat blade screw 

driver to remove white 

lamp socket by turning ¼ 

turn. 
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Separate rubber switch 

assembly from PC board. 

 

PC Board contains bulbs. 
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Back of rubber switch cover. 

 

Note “GOLD” dots. 

 

These are contact points. 

 

Two for each function. 

 

Clean “Gold” dots with 

cleaner. 

 

BE CAREFUL!! 
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Clean rubber switch cover, use 
soft brush to remove dirt. 
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Picture shows illumination 

paths that allow one lamp to 

illuminate 2 switches.  

 

Bulbs have blue covers to 

give them a more white 

appearance. 
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The bulbs are "wheat" style 

4.7 MM 100 Milliamp. 

 

Blue rubber corrective cover  

should be removed and 

reused. 

 

Some covers might be burnt 

onto the bulb from heat but 

careful prying should get 

them off. 
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Unsolder bad bulb by 

heating the two soldered 

areas on base and removing 

the bulb. 

 

Wire legs on new bulbs 

simply go through 2 small 

holes on bottom of white 

base. 
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Solder in the new lamps. 

 

Trim off excess wire leads. 

 

Reinstall blue lens cover. 
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Reinstall light socket and 

reinstall the shifter base by 

reversing the removal 

instructions. 

 

Please note that if you need 

to find someone to repair 

these lamps for you I will do 

it for the cost of shipping 

and parts. Please contact 

me (Dragon2U) on the forum 

for more information. 


